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A solid metal dimmer switch with diamond-cut knurling. The switch 

is finished with a solid metal flat plate and our signature coin screws. 

Available in five different finishes, they can be used in combination with 

our matching toggle switches, sockets and USB outlets.

[ knurl. CROSS. ]

[ range. ELECTRICITY. ]

[ born. LONDON. ]

[ finish. BLACK / STEEL. ] 

[ finish. STEEL. ] 

[ finish. STEEL / BRASS  . ] 

[ finish. BRASS. ] 

[ finish. SMOKED BRONZE. ] 

[ finish. BLACK. ] 

[ finish. WHITE. ] 

[ product.
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[ info. MEASUREMENTS. ]

[ type.  DIMMER MODULE/ 250W LED/ RETRACTIVE MULTI-LOCATION. ]

[ info. FINISH & SKU NUMBERS. ]

CDR-141974

CDR-071977

CDR-051976

CDR-091978

CDR-021975

[sku. ][ finish. ]

DISCLAIMER: Always consult a trade professional when installing 

this toggle switch. Buster + Punch is not responsible for the 

usage or feasibility of installation requirements. This product is 

not suitable for damp or wet environments.

[ please. NOTE. ]

White

Steel 

Brass

Smoked Bronze

Black

[ info. SPECIFICATIONS. ]

A 1G dimmer switch. Includes matching solid metal dimmer 

knob with our signature cross-knurl and coin screws.

Retractive switch compatible only, 250W LED (max).

[ info. SPECIFICATIONS. ]

Module Code: CDM-142038 (1 per unit)

Style: Push ON/OFF rotary dimmer with multi location 

dimming via retractive switches.

Input: 240VAC ~ 50Hz

Dimming Type:

Auto Detect Trailing / Leading edge dimming

10-350W: When used with incandescent lamps

3-250W: When used with dimmable LED lamps.

Operating Temperature: 0-55 C Humidity: 10-90% R.H .

Certified for use in UK, Europe and Russia: UKCA / CE / EAC

*Not compatible with regular retractive switching

90 mm

90 mm 44 mm 26 mm

[ info. CARE INSTRUCTIONS. ]

Wipe with damp cloth with no loose hairs, avoid using any 

chemicals. Please note that finishes may age naturally with 

time and regular use.
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[ info. MEASUREMENTS. ]

[ type. DIMMER MODULE / 100W LED / 2 WAY ]

[ info. FINISH & SKU NUMBERS. ]

[ info. CARE INSTRUCTIONS. ]

[ info. SPECIFICATIONS. ]

CDR-142385

CDR-072388

CDR-052387

CDR-092389

CDR-022386

[sku. ][ finish. ]

A 1G dimmer switch. Includes matching solid metal dimmer 

knob with our signature cross-knurl and coin screws. 

2-3 way switch compatible only, 100w LED (max).

DISCLAIMER: Always consult a trade professional when installing 

this dimmer switch. Buster + Punch is not responsible for the 

usage or feasibility of installation requirements. This product is 

not suitable for damp or wet environments.

[ please. NOTE. ]

White

Steel 

Brass

Smoked Bronze

Black

[ info. SPECIFICATIONS. ]

Module Code: CDM-012405 (1 per unit)

Style: Push ON/OFF rotary dimmer with 2 way switching

Compatible with regular 2-3 Way switching 

Input: 250VAC 50Hz

Dimming Type: Trailing edge dimming 

10-250W: When used with incandescent lamps

2-100W: When used with dimmable LED lamps. 

Operating Temperature: 0 - 55 C Humidity: 10 - 90% R.H.

Certified for use in UK, Europe and Russia: UKCA / CE / EAC

*Not compatible with retractive switching.

Wipe clean with a dry, non-abrasive microfiber cloth. Avoid 

use of chemical cleaners. Please note that finishes may age 

naturally with time and regular use.

90 mm

90 mm 44 mm 26 mm


	toggle switches
	Dimmers
	sockets / 
SCHUKO type f
	EU plates / 
	Wall plates / 
	Wall plates / 
	socket modules
	modules
	switch modules
	dimmer modules
	backboxes



